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Änderungen vorbehalten / Subject to change

1/1ir USB Verl AA 060 CLIP II 
SCHWARZ 2.0 x.x m

- particularly suitable for example for use with MP3 car audio systems
- hole distance (from center to center): 4.2 cm
- incl. mounting screws
- with ferrite

Connection:   USB 2.0 male (type A);
    USB 2.0 female (type A)
Cable type:   round cable
Material inner conductor:  CU (copper)
Number of shieldings:  2 x
Max. transmission rate:  0.48 Gbit/s
AWG:    28 + 24

USB 2.0 Hi-Speed-Verlängerungskabel mit Montagehalterung USB 2.0 Hi-Speed Extension Cable with Mounting Bracket
- U. a. besonders geeignet zur Anwendung mit MP3 Autoradios
- Lochabstand (von Mitte zu Mitte): 4,2 cm
- Inkl. Befestigungsschrauben
- Mit Ferritkern

Anschlüsse:   USB 2.0-Stecker (Typ A);
    USB 2.0-Buchse (Typ A)
Kabeltyp:   Rundkabel
Material Innenleiter:  CU (Kupfer)
Anzahl Schirmungen:  2 x
Max. Übertragungsrate:  0.48 Gbit/s 
AWG:    28 + 24

Aderquerschnitt / Wire cross section
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P1
USB 2.0 A Male

P2
USB 2.0 A Female

100mm

Kabelmantel|jacket: Ø 4.2 ± 0.15 mm
Geflecht|braid: 48/0.12 AL
Erdung|drain wire: 7/0.12 CCS
Aluminiumfolie|AL foil
Isolierung|insulation: 1.1 mm (schwarz/rot|black/red)

Isolierung|insulation: HDPE 0.72 mm (grün/weiß|green/white)
Leiter|conductor: 7/0.12 BC

Leiter|conductor: 7/0.20 BC

rot|red

PIN out
P1                                                                      P2

weiß|white
grün|green

schwarz|black
Erdung|drain wire

Gehäuse|shell Gehäuse|shell

Länge|Length

Artikel Nr. 
|  Item no. Beschreibung |  Description

Länge |  
Length

95444 USB Verl AA 060 CLIP II SCHWARZ 2.0 0.6m 600 mm
95445 USB Verl AA 120 CLIP II SCHWARZ 2.0 1.2m 1200 mm
93351 USB Verl AA 200 CLIP II SCHWARZ 2.0 2m 2000 mm

93351, 95444, 95445
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